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ROADWAY STANDARD DRAWINGS

THE FOLLOWING ROADWAY STANDARDS AS SHOWN IN "ROADWAY STANDARD DRAWINGS" -
PROJECT SERVICES UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C.,
DATED JANUARY 2012 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY
ARE CONSIDERED A PART OF THESE PLANS:
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TITLE

WORK ZONE ADVANCE WARNING SIGNS

TEMPORARY LANE CLOSURES

TEMPORARY ROAD CLOSURES

TEMPORARY SHOULDER CLOSURES

WORK ZONE VEHICLE ACCESSES

TRAFFIC CONTROL DESIGN TABLES

STATIONARY WORK ZONE SIGNS

PORTABLE WORK ZONE SIGNS

FLASHING ARROW BOARDS

DRUM

CONES

BARRICADES

FLAGGING DEVICES

TEMPORARY CRASH CUSHION

WORK VEHICLE LIGHTING SYSTEMS AND TMA DELINEATION
POSITIVE PROTECTION

SKINNY -DRUM

PAVEMENT MARKINGS - LINE TYPES AND OFFSETS
PAVEMENT MARKINGS - TWO-LANE AND MULTI-LANE ROADWAYS
PAVEMENT MARKINGS - EXITS AND ENTRANCE RAMPS
PAVEMENT MARKINGS - LANE DROPS

PAVEMENT MARKINGS - SYMBOLS AND WORD MESSAGES
PAVEMENT MARKINGS - BRIDGES

PAVEMENT MARKINGS - LANE REDUCTIONS

RAISED PAVEMENT MARKERS - INSTALLATION SPACING
RAISED PAVEMENT MARKERS - PERMANENT AND TEMPORARY

GUARDRAIL AND BARRIER DELINEATORS - INSTALLATION SPACING
GUARDRAIL AND BARRIER DELINEATORS - TYPES AND MOUNTING
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MANAGEMENT
STRATEGIES

THIS PROJECT WILL RESURFACE APPROXIMATELY 5 MILES OF INTERSTATE 77 IN THE
NORTHBOUND AND SOUTHBOUND DIRECTIONS AND REHABILITATE 7 BRIDGES WITHIN THE
PROJECT LIMITS. ALSO, BRIDGE BEAM ENDS WILL BE PAINTED, AFFECTING TRAFFIC
ON ROADWAYS UNDERNEATH I-77.

FOR THE BRIDGE DECK REHABILITATIONS TRAFFIC WILL BE MAINTAINED BY
TEMPORARY SHORT TERM LANE CLOSURES. FOR BRIDGE BEAM PAINTING WORK
REQUIRING THE CONTRACTOR TO ACCESS THE BRIDGE FROM UNDERNEATH, TRAFFIC
WILL BE MAINTAINED ON -Y- LINES BY TEMPORARY SHORT TERM LANE CLOSURES

AND/OR FLAGGERS.

DURING PAVEMENT RESURFACING TRAFFIC WILL BE MAINTAINED BY TEMPORARY SHORT

TERM LANE CLOSURES.

TIME RESTRICTIONS WILL BE USED TO LIMIT THE AMOUNT OF DRIVER DELAY DURING

LANE CLOSURES.

DIRECTION OF TRAFFIC FLOW

PROJ. REFERENCE NO.

SHEET NO.

I1-5768

TMP-1A

LEGEND

TRAFFIC CONTROL DEVICES

resssrr BARRICADE (TYPE III)
A CONE

® DRUM SKINNY DRUM
—~~ TEMPORARY CRASH CUSHION
FLASHING ARROW BOARD

FLAGGER

LAW ENFORCEMENT

Q HEj TRUCK MOUNTED ATTENUATOR (TMA)
< CHANGEABLE MESSAGE SIGN

TEMPORARY SIGNING

k] PORTABLE SIGN

F— STATIONARY SIGN
(O STATIONARY OR PORTABLE SIGN

PAVEMENT MARKING SYMBOLS

1‘\4 PAVEMENT MARKING SYMBOLS

TEMPORARY PAVEMENT MARKING

4" PAINT

PA WHITE EDGELINE

PB YELLOW EDGELINE

PC 10 FT. WHITE SKIP

4" COLD APPLIED PLASTIC - TYPE IV REMOVABLE TAPE
CA WHITE EDGELINE

CB YELLOW EDGELINE

CC 10 FT. WHITE SKIP
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UNLESS ALL SIGNATURES COMPLETED

NT

STRATEGIES & LEGEND




		2016-08-22T04:23:55-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




